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DIGITAL 

TIRE GAUGE 

EXTEND THE LIFE OF YOUR TIRES! 


Specifications 

Range: 5-150 PSI 
Accuracy: +/- 1 % + .5 PSI 
Operating Temperature: 
0tol00°F (-18to 33° C) 
Power (Tire Gauge): Permanent 
Lithium Coin Cell 

Measuring Tire Pressure 

Press the "on" button (located to- 
wards the head of the gauge). 
Wait for "0" to be displayed. 
Align the nozzle of the tire gauge 
with the valve stem on yourtire. 
Apply sufficient force to engage 
the nozzle with the stem, while 
maintaining a proper pressure seal. 
As you engage the tire gauge to the 
valve stem, a sudden surge of air 
will create a crisp sound. Listen for 
any leaks, and press firmly on the 
valve stem to obtain a good seal. 

Hold the tire gauge on the valve 
stem until a reading appears on the 
display and locks. After the reading 
has locked on the display, remove 
the tire gauge from the valve stem. 
The display will remain illuminated 
with the pressure reading for about 
ID seconds. 

At the end of this time period, the 
gauge will automatically re-zero it- 
self and display "0". The unit is now 
ready to measure pressure again. If 
no additional readings are made, 
the unit will automatically turn off 
after a 10 second time out period. 

Replacing the Batteries 
for the Flash Light 

The batteries that power the flash 
light are housed in the mid section 
of the unit. Open the door covering 
the batteries and remove the button 
cells using your thumb and 
forefinger. 

Helpful Hints 

Always be sure to follow the tire 
manufacturer's pressure ratings 
which are based on "cool" tire tem- 
peratures. Use a soft damp cloth to 
clean yourtire gauge. Do not use 
any liquids or cleansers. 


Troubleshooting 

1 The display is blank 

Make sure that the pressure 
seal between the tire gauge 
and the valve stem is free 
from leaks. 

2 The display reads "L" 

The power in the lithium cell 
has been depleted. Return 
the unit to factory for service. 
See instructions under 
"Warranty and Service". 

3 The display only reads "0.0" 
The unit has an internal 
calibration error. For service, 
see below. 

4 The unft displays an 
unusually high/low reading 
Check to make sure there are 
no leaks in the system. Re- 
zero the unit by taking a read- 
ing, and allowing the unit to 
automatically shut off. Then 
recheckthetire pressure. 

Warranty and Service 

Measurement Specialties, Inc. 
(MSI) warrants this gauge against 
defects in material orworkman- 
ship for a period of five (5) years 
from the date of purchase and 
agrees to replace it free of charge. 
This warranty does not cover 
damage resulting from misuse or 
abuse of the product. Should your 
gauge require service, you may 
send itbackto MSIfor repairor 
replacement. Our authorized serv- 
ice center address is: 

Measurement Specialties, Inc. 
1000 Lucas Way 
Hampton, VA 23666 
Attn: Customer Service 

Please take care in packing the 
gauge so it will not be damaged in 
transit. MSI is not responsible for 
freight costs to our service center. 
You should send the package 
freight prepaid. We recommend 
the package be insured in case of 
damage or theft while in transit 
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U.S. Patents Pending 
Made in China 


